Sr, PROFESSIONAL LIFTING EQUIPMENT 


CONTENT S 


= BOTTLE JACKS 4 UNDER HOIST STANDS 


A full range of capacities from 
2 to 50 tons, where there are TRAILER STABILIZING 
lifting, pushing, spreading, STAND 

Under hoist stands are used to 


bending, pressing or 
straightening requirements. either assist in supporting vehicles 
or their components. Trailer 


stabilizing stands are required 
S SPECIAL 


to support tractorless trailers. 
APPLICATION 


12 FORKLIFT JACK 
JACKS 


ENGINE SUPPORT 
Telescopic hand jack for raising 


TOOLS 
forklifts. Long hand jacks for shop Forklift jack is versatile enough 
cranes and OEM applications. 


to raise forklifts and farm equipment. 
Engine support tools suspend 
engines when making repairs. 


S FLOOR JACKS 13 TRANSMISSION JACKS 


A full range of capacities from DRIVETRAIN HANDLER 


1-1/2 to 20 tons, for use in both Atul ffl diel ¢ 
the automotive and heavy duty syle tan outa ae Rsescapie 
models for all automotive and 


truck markets. maa! 

heavy duty truck applications. 
Drivetrain handler for heavy 
duty truck applications. 


19 MOBILE WHEEL 


WORK STATION 
MOTORCYCLE LIFT 


Work station for truck tire and wheel 
changing. Motorcycle lift supports 
them for light duty repairs and 
accessory installation. 


AIR/HYDRAULIC 
FLOOR JACKS 


22 and 44 ton capacities feature 
the added convenience of air 
operated hydraulics. Used in 
heavy duty truck and rail 
applications. 


= AIR LIFT JACKS 


2-1/2 to 10 ton capacity models 
for safe, fast lifting and easy 
lowering of autos, vans, 
pick-up trucks, buses and 
heavy duty trucks. 


CLUTCH JACK 


BRAKE DRUM 
HANDLER 


Clutch jack removes, 
installs and transports 
heavy duty truck clutches. 
Brake drum handler removes, installs and 
transports inboard and outboard brake drums. 


S JACK STANDS ROLLING LIFT BRIDGE 


3 to 22 ton capacities are used 
for supporting automobiles 

and trucks after they = 
have been lifted to 
the desired height. 


Lifts vehicle wheels off above-ground lift rails for 
wheel alignment, brakes, tire and suspension work. 


TRANSMISSION TOOL COLLISION / 


MECHANICAL JACKS oH 
Transmission tool removes and installs 


intermediate overdrive cylinder 
assembly on Ford transmissions. 


Mechanical jacks are used 
lifting, pulling, pushing, 
clamping or tire changing. 


WHEEL DOLLIES 


A full range of dollies used 


54 
for ground and above ground |} dH 


applications where removal 
and installation of single or 


FLOOR and 


TRUCK CRANES 


Automotive and heavy duty 
truck cranes raise, lower 
and transport engines, 
transmissions, differentials 
and other heavy loads. 


Automotive and truck engine 


stands safely handle and 
position engines needing 
repair or rebuilding. 


SHOP PRESSES 


A range of capacities from 
12 to 100 tons, used for 
straightening, bending, 
pressing or removal and 
installation of gears, 
bearings and bushings. 


MAINTENANCE 
REPAIR KITS 


4, 10 and 20 ton capacity kits 
include the basic hydraulics 
and quick-lock components 
for vehicle body repair or 
frame straightening. 


for 


HOSES, COUPLERS 
ATTACHMENTS and 
FLUID 


All the accessories required to 
join pumps and rams together, 
and rams and optional 
components together. Fluid 
supplies all hydraulic components. 


RAMS 


An assortment of single, double- jii—amal 
acting, aluminum and wedge 
rams can be used for shop, 
agricultural, construction and 
automotive/truck applications. 


HAND PUMPS 

An assortment of single and two-speed 
hand pumps in standard and 
lightweight configurations 
to power rams. 


AIR/HYDRAULIC PUMPS 


ELECTRO/HYDRAULIC 
PUMPS 

Air/hydraulic and electro/hydraulic 
pumps provide maximum pumping 
convenience and can be adapted 
to most rams. 


PRODUCTS 
MANUFACTURED 
IN THE U.S.A. 
ARE IDENTIFIED 
BY THIS SYMBOL. 


2, 3,5 and 8 
TON CAPACITY 


INTENDED USE 

For automotive, industrial, 
agricultural, marine, recreation 
and construction applications 
where lifting, pushing, spreading, 
bending, pressing or 
straightening are required. 


12, 20, 30 and 
50 TON CAPACITY 


i INTENDED USE 
__ For use in heavy duty trucks, 
farm equipment, building 
construction, construction 
and mining equipment, 
mobile home set-up, oil field 
applications and as original 
equipment for manufacturers 
of many products. 


vic) 5OTON 12" 18-11/16" 


NUMBER CAPACITY A B Cc D E F G H l J K L Inside Dia. (Lbs.) 
2 TON 7-1/8" 11-7/8" 14-1/4" 4-3/4" 2-3/8" 822" 612" 2.0" 1-3/16" 16" 4" 3-1/2" 942" No 6 
3 TON 7-3/8" 12-1/4" 15" 4-7/8" 2-3/4" 1.058" 685" 2.390" = 1-5/16" 16" 4-1/2" 4" 1.252" No 8 
5 TON 9-1/16" 15-3/8" 18-9/16" 6-5/16" 3-3/16" 1.307" .745" 2.952" 1-3/8" 20" 4-7/8" 4-5/16" 1.437" No 12 
8 TON 9-1/16" 15-3/16"  18-5/16" 6-1/8" 3-1/8" 1.500" .906" 3.280" = 1-3/4" 20" 5-3/8" 5-1/16" 1.692" Yes 15-1/2 
12 TON 9-7/16" 15-5/16" —_18-7/8" 5-7/8" 3-9/16" 1.570" 1.056" 3.475" —- 1-3/4" 24" 5-1/2" 5-3/8" 1.772" Yes 18 
76412G 
12 TON 6-11/16" 10-7/16" —_ 13-3/16" 3-3/4" 2-3/4" 1.570" 1.056" 3.475" 1-3/4" 24" 5-1/2" 5-3/8" 1.772" Yes 15 
20 TON 10-13/16" 17-7/16" 20-3/16" 6-5/8" 2-3/4" 2.160" 1.275" 4.510" 2-1/8" 24" 6-1/2" 6" 2.442" Yes 31 
76520G 
20 TON 8-1/4" 12-3/16"  14-15/16" 3-15/16" 2-3/4". 2.160" 1.275" 4.510" 2-1/8" 24" 6-1/2" 6" 2.442" Yes 25-1/2 
30 TON fa" 17-3/8" _ 6-3/8" = 2.357" — 5.010" 2-5/8" 39-1/2", 7-1/2" 6" 2.835" Yes 51 
— 6-11/16" — 3.343" — 6.755" 3-5/16"—-39-1/2". 9-1/4" 7-1/2". 4.133" Yes 89 


FEATURES 

* Two piece zinc plated handle. 

¢ Prevent rust with "Parkerized" 
pump piston, ram and extension 
screw. 

* No leak "Uniweld" construction. 

* 50% safety overload factor. 

* State of the art design 
reduces repair time. 

¢ Longer wear life due to 
internally machined oil 
passages, smooth bearing 


surfaces and close 2 4%: 
tolerances. Sree lor 

* Lightweight forged base ol eow-we 
provides more steel only ' a / 20 


'YDRAULIC AXLE JACK ‘ Hi ORAULIC AXLE JAGs 


where strength is required. 
* Cold headed extension : 2. 
screw and release valve ae oS AS 
eliminate parts and reduce ~ ‘we 
the chances of breakage and 
excessive wear. 
* Safety oil by-pass system prevents the ram from being 


overextended and causing damage to the cylinder. z 
Use in vertica horizontal positions. fe 
mM iy 
FEATURES ptf Ww 
12 and 20 TON CAPACITY F 


* Carrying handles in addition to all other features mentioned. 
¢"G" models are designed with a removable plug so a gauge or 
remote pump can be adapted to the jack. 


FEATURES 
30 and 50 TON CAPACITY 


* All other features mentioned plus a safety 
overload system which prevents the jack 
from being used beyond its rated capacity. -— 

¢ Removable plug so a gauge or remote pump 
can be adapted to the jack. 

*¢ 39 1/2" long handle allows ease of pumping. 


TOP VIEW [] 


u 


SIDE VIEW FRONT VIEW 


PRESSURE CARRY SHIPPING 
CYLINDER HANDLE WEIGHT 


FEATURES 
¢ Same as bottle jack features but 
designed with larger hydraulic 
units and larger ram diameters 
to withstand side loads. 
¢ Larger diameter pump pistons 
for faster rising action. 
¢ "Parkerized" rams and flash 
chromed pump pistons 
inhibit rust. 
¢"G" models are designed with 


TOP VIEW 


LONG HAND JACK 
MODELS 


a removable plug so a gauge 


or remote pump can 
be adapted. 


$ROres s:0MAl, 


FRONT VIEW SIDE VIEW 


FEATURES 
¢ Same as bottle jack 
features except 
MODEL with a three stage 
rena? cas lifting ram. 


SIDE VIEW 


FRONT VIEW 
MODEL CYLINDER WEIGHT” 
NUMBER CAPACITY A B Cc D E F H Inside Dia. (Lbs.) 
TOP VIEW 
76402 1-1/2TON = -22-1/2".——40-1/2" _ 2.390" 1.058" 16" 4-1/2" 4" 1,252" 17-1/2 


1-1/2TON = .22-1/2" 40-12" — 2.390" 1.058" 16" 
76403 3 TON 24" 41-1/8" .650" 2.952" 1.307" 20" 


76403G 3 TON 24" 41-1/8" .650" 2.952" 1.307" 20" 
8 76403L 3 TON 28-7/8" — 52-7/8" .650" 2.952". 1.307" 20" 


76 ‘em 63 TON 28-7/8" — 52-7/8" .650" 2.952" 1.307" 20" 
76406G 6 TON 24-3/4" — 43-3/4" 755" 3.280" 1.500" 24" 


MODEL 
NUMBER CAPACITY A B Cc D E F G H 


3 TON - 3rd. Stage 


4-1/2" 4" 1.252" 17-1/2 
4-7/8" 4-5/16" 1.437" 24 
4-7/8" 4-5/16" 1.437" 24 
4-7/8" 4-5/16" 1.437" 27-1/2 
4-7/8" 4-5/16" 1.437" 27-1/2 


5-3/8" 5-1/16" 1.692" 35 


76420G 12 TON 29-1/8"  52-1/16" .890" 4.510" 2.160" 24" 6-1/2" 6" 2.442" 69 
76603 3 TON 12-1/2"  — 21-5/8" = 2.390 1.058" 16" 


4-1/2" 4" 1.252" 11 


76637 7 TON - 1st. Stage 
7 TON - 2nd. Stage 4-7/8" 6-3/16" 8-1/4" 10-5/8". 2.200". 1.530". = .982" 23-1/2" 6-1/2" 


INTENDED US 
Various farm applicat 
but primarily used as origin 
equipment for manufacturers 
of shop cranes, lift tables 
and any equipment requiring 
long hydraulic stroke. 


TELESCOPIC 
HAND JACK 


INTENDED USE 
Low profile design in 
order to raise fork lifts 
and for machinery 
moving applications. 


same 
J K L (Lbs.) 


6" 4.510" 1.350" 20-1/2 


RVIGEPAGKS: 


¢ Steel hydraulic block assembly includes 
2-1/4 TON CAPACITY © 


dust seals to prevent oil contamination. 
— ¢ Long, removable two piece handle with 
INTENDED USE maal } rubber hand grip provides: Ease of pumping - 
i Longer reach for positioning under overhang - 


A heavy duty floor jack FEATURES 
designed for a variety of Similar to that of the Ease for transportation and storage - Ease of 
Se: model 71230 with the pumping in tight quarters when second handle 
Ce following exceptions: i section is removed. 
where additional strength g ae * 3-3/4" low lift height. 


¢ 32" maximum lift with 18" 

: wide stance foot print provides 

required. a strong stable lifting platform. 

¢ 4-3/4" square polyurethane 
covered saddle for better grip 


and vehicle frame protection. and dependability. © 
MODEL 71155 ¢ Additional foot pedal pumping , 


feature provides fast saddle 


¢ Safety by-pass system protects pressure cylinder. 
¢ Safety overload system prevents jack from being 
- used beyond its rated capacity. 
* — ¢Heavy duty chassis for added strength 


and dependability are 


1-1/2 TON CAPACITY raising to the load. 
HIGH LIFT * Controlled load lowering by 
pulling "T" handle and rotating 
INTENDED USE clockwise 1/4 turn. 


Lift and position a vehicle 
on tall jack stands, frame 
straightening racks or 
alignment systems. All 
purpose use in 

PBE applications. 


71230 
(2-1/4 TON) 


71155 
(1-1/2 TON) 
OPTIONAL EQUIPMENT 


MODEL 71156 


1-1/2 TON CAPACITY FEATURES 
CROSS BEAM * Provides additional lifting stability by distributing the load to 
two adjustable saddles from 23" to 32" on center. 
ADAPTER * Lifts FWD vehicles without the axle beam. 
* Threaded saddle stems allow 2" of elevated 


Fits the model 71155 adjustment on each saddle. 
floor jack only. * Polyurethane covered 4-3/4" square 
saddles for better grip. 


* Lifts vehicles at rocker 
panels for simultaneous tire change. 


SHIPPING 
MODEL OVERALL DIMENSIONS. FRAME LIFT HEIGHT HANDLE SADDLE WHEEL DIAMETERS ¥ 
NUMBER CAPACITY Length Width HEIGHT Low High LENGTH SIZE Caster Front 


TAPS" 2-1/4 TON 28-1/2" 15" 6-1/4" 3-3/4" 20" 49" 5-1/2" sa. 2-3/8" 3-3/4" 
| BARE 1-1/2 Ton 43" 18" 6" 5" 32" 42-1/2" 4-3/4" sa. 3" 4-3/4" 135 


(OR SERVICE JACKS 


FEATURES 
* Chromed ram and dust seals prevent hydraulic contamination. 

* Safety by-pass and overload systems protect hydraulic block. 

* Additional foot pedal pumping provides fast saddle raising to the load. 
* Spring loaded "T" handle can be activated to lower load in any 
handle position by pulling and rotating it clockwise 1/4 turn. Truck fleet, truck a 


* High carbon steel chassis provides maximum strength in a equipment dealers and bus 
lightweight jack design. 
company garages. 
=e = ae l 
5 TON CAPACITY 
INTENDED USE 
71500 (shown) and FEATURES 
shown 71000B 72220 
*71550A (10 TON) (20 TON) Same.as the model 


71500C but with the added 
convenience of a push button 
operated air/hydraulic pump. 
Operates manually or with air. 


(5 TON) 


¢ Same as model 71500C 10 TON CAPACITY 


but model 72220 has a 
locking release lever | MODEL 72220 | 
that locks the handle in peopel 72220 
the vertical, 45 degree 20 TON.CAPACITY 


or horizontal position 


to lower load. INTENDED USE 
Heavy duty truck, heavy 
mi *Note: Model not shown construction and agricultural 
Bi has same basic construction equipment maintenance garage. 
c+! as model pictured. 
ia 


SIDE VIEW FRONT VIEW 


MODEL SHIPPING 
NUMBER CAPACITY A B Cc D E F G H l J K WEIGHT (Lbs.) 


71500C 5 TON 47-1/2" 17-1/2" 6-3/8" 10-3/4" 4-3/4" 42-1/2" 2-7/8" 6-1/2" 5-5/8" 22" 8" 161 
llc ea an a 


71550A pay psi,  47-1/2" 17-1/2" 6-3/8" 10-3/4" 4-3/4" 42-1/2" 2-7/8" 6-1/2" 5-5/8" 22" 38" 172 
71000B 10 TON 63-1/2" 18-1/2" 8-3/8" 12-3/4" 4-3/4" 42-1/2" 2-3/4" 6-1/2" 6-7/8" 26-3/4"  10-3/4" 306 


72220 20 TON 65-1/2" 19-5/8" 9-1/8" 15” 5-3/8" 45-3/4" 4-1/4" 6-1/2" 7-3/4" 23-3/4" 10" 498 


22 TON CAPACITY 


44 TON CAPACITY 


INTENDED USE 
Heavy duty truck, 
agricultural and heavy 
construction equipment. 
Ideal for loaded truck and 
trailer roadside service 
calls. Heavy enough 

for rail and bus work. 


OPTIONAL EQUIPMENT 


MODEL 72204 


_ 4" EXTENSION ADAPTER 


MODEL 72206 


2-3/4" DIAMETER 
LIFTING SADDLE 


_fit the model 72200C jack only. 


MODEL 74404 


2-3/4" EXTENSION ADAPTER 
4-3/8" EXTENSION ADAPTER 
fit the model 74400 jack only. 


eel MODEL 72208 


PRECISION IN-LINE OILER 
meters the precise flow 

of lubrication to an air 
motor. The oiler has 

1/4 NPT fittings and fits 
both model jacks. 


MODEL 
_| NUMBER CAPACITY A 


a 72200C MPa re) 9" 
| IRZTston ons 


13-1/4" 


12-1/4" 


€C FLOOR JACKS 


AIR OPERATED 


FEATURES 
¢ 50" long "T" handle helps in positioning jack under vehicles with low overhang. 
e Jack release valve is top mounted at "T" handle and allows jack operation at any handle position. 
¢ Handle locking lever secures handle in either vertical, horizontal or 45 degree position. 
* Compact design fits easily between tandem wheels. 
¢ Rust inhibitive coating on ram and extension screw. 
* Self-retracting ram eliminates manual lowering of jack. 
¢ 7-3/4" diameter hard rubber wheels make maneuverability easy. 
* Safety by-pass system prevents cylinder damage. 
* Safety overload system prevents jack from being used 
beyond its rated capacity. 
¢ Extension screw gives added 
height when necessary. 
* Air valve with integrated cE 
filter protects air motor. ams nm — 
* High-Tech air motor | 
reduces lifting time. E | 
* Removable saddle | 
included. 4 


, 
— | DIA: = 


72200C 
(22 TON) 


74400 
(44 TON) 


FRONT VIEW 


DIA. F- 
DIA.G +) | 


SIDE VIEW 


SHIPPING 
P.S.I. 
L RANGE 
13-3/4" 


7-3/8" 85-200 


13-1/4" 


16-1/4" 7 50" 


90-140 


FEATURES 
* Three-way heavy duty air valve provides fine 
control when lifting or lowering a vehicle. 

* Automatic safety lock engages in five different 
height positions independent of air pressure. 


* Designed for lifting entire For fast lifting and ea 


front or rear of a vehicle. i ae 
* Front swivel caster wheel and Of automobile, Yate, PIG UE 
two 8" diameter semi-pneu- trucks and light service vehicle 
matic rear tires provide Ideal for repair bays and 
easy maneuverability. service stations. 


¢ Adjustable lifting saddles can 
be raised and extended nea) 
to desired position. Uy 
2-1/2 TON CAPACITY 


82950 (5 TON) shown 
*82925 (2-1/2 TON) 
*82999 (10 TON) 


INTENDED USE 

Same as model'82925 but 
with low profile design,to raise 
the side of a vehicle as well as 
either end, 


82920 
(2-1/2 TON) 


* Note: Models not shown 
have same basic construction CI i 
as model pictured. 


MADE 


* Same as model 82925 but 5 TON CAPACITY 


with six automatic safety 


m™ MADE 
p Mo 82999 \ 


12" diameter rear 


pneumatic tires. 10 TON CAPACITY 


INTENDED USE 
52028 = Truck and:farm equipment dealer 


32909 garages, heavy duty construction 
repair shops and bus company 
garages. 


SIDE VIEW FRONT VIEW 


-_ MIN. P.S.I. SHIPPING 
DEL FOR RATED WE 
NUMBER CAPACITY A B Cc D E F G H | J K CAPACITY (Lbs.) 


82920 2-1/2 TON 6-1/2" 


| 82925 | 2-1/2 TON 8-3/8" 35-1/2"  16-1/4" 8" 36" 47-5/8" 3" 36" 57" 6" 6" 175 203 


82950 5 TON 12-1/2" 
82999 10 TON 12-1/2" 


35" 20" 3" 40" 49-3/4" 4" 36" 57" 6" 6" 175 222 


47-1/2" 17" 12-1/4" 45" 70" 6" 38-1/2" 54" 6-3/4" 4" 175 534 


14-3/4"  12-1/4" 40-1/2".—_ 65-3/4" 6" 35-1/2" 


50" 


50-1/2" 6-3/4" 4" 200 638 


LONG REAC 


MADE 


8-1/2 TON CAPACITY 


INTENDED USE 

For truck, bus, farm equipment 
and motor home applications 
where a long reach jack is required 
to lift at the vehicle bumper, 


frame or front axle. 
MODEL 
NUMBER CAPACITY @ P.S.I. A 
5 TON @ 100 
7TON @ 150 10" 
8-1/2 TON @ 180 
MADE 
10 TON CAPACITY 


INTENDED USE 

Garages / repair shops of truck, 
farm equipment, construction 
equipment and bus companies. 
Used in pairs. Ideal for crowded 
conditions that require single 
point contact. 


wUSA Ql MODEL 82995 
Les FEATURES 


Ss) MODEL 829908 BINT A 


* 3-way heavy duty air valve 
provides fine control when 
lifting or lowering a vehicle. 

¢ Automatic safety lock engages 

in 5 different height positions 

independent of air pressure. 

Includes extension tubes and 

adjustment pins for added 

height requirements. 

Two 10-inch diameter solid 

wheels are strategically located 

for better positioning and 
maneuverability. 

Scissors action frame design with 

four 5-inch diameter steel 

wheels provides maximum stability 

during lifting and lowering. 

Large air cylinder requires only 

100 p.s.i. air pressure to lift 5 ton capacity. 

Over 4 feet of reach between cylinder and center line of 


- t—— 
FRONT VIEW 


lifting saddle. 82995 
(8-1/2 TON) 
warns 
B Cc D E F G H I J K L (Lbs.) 
53 50" 40 80-1/2" 53-3/4"  83-1/2"  31-1/2" 47-1/4" 5" 4" 38" 935 


i 


Extension tubes and 
detent pins offer multiple 
lifting heights. 

Unit easily maneuvered 
on two high impact 
plastic wheels. 
Removable handle and 
8' air hose for remote 
safe positioning and operation. 


_— 
A tite" 1B 


82990A 
(10 TON) 

CYLINDER MIN. P.S.I. SHIPPING 

MODEL BORE FOR RATED POWER WEIGHT 
NUMBER CAPACITY (Dia.) CAPACITY STROKE A B Cc D E F G H l J (Lbs.) 
PYAR 40TON 1-1/2" 200 11-1/2"  51-3/4". 17-3/8" 6" 22" 37-1/2" 4-3/4" 4" 12" 4" 56-1/2" 172 


NUMBER 


81010A 
(10 TON) 


CAPACITY 


3 TON 


5 TON 


7 TON 


10 TON 


LOW HEIGHT 


¥ 
i 


FEATURES 


ACK STANDS 


MODEL 81004B |) 


¢ U.S. Patent No. 5180131 spring loaded pawl 
provides constant locking pressure against 


lifting column. 


¢ Recessed column saddle for acceptance of 


vehicle panel rail ( model 81004B only). 
¢ Four legged formed steel base for added strength. 
¢ Positive lock handle cannot be disengaged until 


load is off the saddle column. Lock handle 
can be used as carrying handle. 


PAIR OF STANDS 
3TON CAPACITY - 


(Each stand) © 


MODEL 81006B oo 


PAIR OF STANDS _ 
5 TON CAPACITY © 


(Each stand) 

INTENDED USE 

For automotive use 

where vehicle is to be 
Supported beforemaking 

repairs. All stands are 
sold and intended to be 
used in pairs. 


81007A 
(7 TON) 


81006B 
(5 TON) 


81004B 
(3 TON) 


FEATURES MODEL 81007A 


¢ Same as model 


81006B but four 
legged base design is 


made with formed 
structural steel, welded 


U.S. Patent No. 5180131 


spring loaded pawl 
provides constant 
locking pressure 


against lifting 
column. 
HIGH HEIGHT HEIGHT INTERVALS BASE SIZE 
17-1/2" 9/16" 7-1/2" x 7-7/8" 
24-7/8" 5/8" 10-1/16" x 11-1/16" 
28" 1-1/4" 13" x 15" 
29-3/8" 1-1/4" 13" x 15" 


inside and out for 
added strength. 


PAIR OF STANDS 
7 TON CAPACITY 


(Each stand) 


MODEL 81010A 


PAIR OF STANDS 
10 TON CAPACITY 


(Each stand) 
INTENDED USE 


Fleet garages, agricultural 
and construction maintenance 
shops. All stands are soldand si 
intended to be used in pairs. — ' a 


SADDLE SIZE 
1-1/8" x 4-9/16" 
1-1/8" x 4-7/8" 
1-5/8" x 4-3/4" 


1-5/8" x 4-3/4" 


SHIPPING 
WEIGHT 
(Lbs. Per Pair) 


19 
28 
63 


75 


JACK STAN 


fe) MODEL 81205 FEATURES 


¢ Pin type support column adjusts to four 


PAIR OF STANDS different height positions. hited 
5 TON CAPACITY * Heavy duty adjustment pin is secured to eros, 
(Each stand) stand to prevent loss. 
INTENDED USE * Handle provides ease of positioning 
Low profile design in order to and carrying. 
support forklifts and heavy ¢ 9" square base secures and stabilizes load. 


machinery. All stands are sold 
and intended to be used in pairs. 


ed MODEL 81208 [Paayeatt-t-t 


PAIR OF STANDS ¢ Pin type support column adjusts to multiple *81208 
LOW HEIGHT height positions. See specification chart below. (10 TON) 
10 TON CAPACITY * Adjustment pin is secured to stand to prevent loss. 
(Each stand) * Four legged base made of heavy schedule islet . 
MADE Woy . A shown 
IN usa} MODEL 81209 2" diameter pipe for added stability. ee 


A. * Large support saddle with locating lugs 


PAIR OF STANDS position and center load. 
MEDIUM HEIGHT 


10 TON CAPACITY 


(Each stand) 


wed MODEL 81210 


PAIR OF STANDS 
HIGH HEIGHT *Note: Models not shown have same 
TON CAPACITY basic construction as model pictured. 


(Each stand) 
INTENDED USE 
leet garages, agricultural and 
construction maintenance shops 
where a pin type height adjustment 
column js desired. All stands are sold 

and intended to be used in pairs. 


(10 TON) 


MADE 


wus) MODEL 81222 FEATURES 
rn PAIR OF STANDS ¢ Pin type support column adjusts to four 
different height positions. 
22 TON CAPACITY | st 


(Each stand) ¢ Adjustment pin is secured to stand to 


prevent loss. 
uli eked ari * Handle provides ease of positioning 


(22 TON) 


Fleet and maintenance garages and carrying. 
where low profile stands are * 3/8" thick solid steel base plate for 
used to support loaded trailers. added stability. 
All stands are sold and 


intended to be used in pairs. 


SHIPPING 
MODEL WEIGHT 
NUMBER CAPACITY LOW HEIGHT HIGH HEIGHT HEIGHT INTERVALS BASE SIZE SADDLE SIZE (Lbs. per pair) 


81205 5 TON 
81208 10 TON 


9" x9" 3" x 4-1/2" 


15-3/4" 


9-1/2" 3x2" 


4x 1-1/2" 12-1/2" x 12-1/2" 3"x 5" 60 


10-1/2" 


81209 10 TON 18-1/2" 30" 7 x 1-1/2" 17*x 17" 3"x5" 80 
81210 10 TON 28" 47" 10 x 2" 16" x 16" 3" x5" 106 


81222 22 TON 12" 20" 3x3" 10" x 10" 2-1/4" x 3-1/4" 66 


Mmorco UNDER HOIST ISI 
Ort TRAILER STABILIZE 


FEATURES MODEL 81022 
* Meets OSHA requirements for supporting | 
trailers when loaded or unloaded. 


* 14" diameter base provides maximum (Each stand) 
81022 leveling stability. INTENDED US 
(20 TON) * Quick adjust spin handle for ease of turning. To stabilize and assist i 
81034 (shown) * Large diamond plate saddle to grip the load. tha front or fear pad oF 


* 1-1/2" diameter, grade 5, heavy duty screw 
and nut provide maximum strength and 
fine adjustment. 


*81033 (without pedal) 


unloaded tractorless trailer. Sold 
(3/4 TON) 


*Note: Model not individually but generally used in 
shown has same a 
basic construction 


as model pictured. 


FEATURES MODEL 81033 
* Lightweight, slender design makes handling 


easy, even in close quarters. 3/4 TON .CAPACITY 
* Quick adjust spin handle with thrust bearing 
eliminates wear and provides [ibbbhtdedatathedlohasai 


ease of turning under load. 3/4 TON. CAPACITY. 


* Foot pedal (Model 81034 only) generates 


® 


81035 


(1-1/2 TON) 1" additional stroke and 400 pounds INTENDED USE 
of force at the saddle. Designed to support vehicle 
* Pedal may be locked in vertical position for components, not the vehicle. Ideal 


storage or shipment. 
* 1-1/4" diameter acme threaded screw 
has 26-1/2" of travel. 


for exhaust system installation, 
shock absorber replacement and 
any task which requires relieving 
pressure off components. 


FEATURES 
* An adjustment pin chained to the stand secures the 1-1 /2 TON Cc AP ACITY 


support column at 6 different height positions. 


* Quick adjust spin handle with thrust bearing eliminates INTENDED USE 
81036 wear and provides ease of turning under load. To assist in stabilizing and 
(1 TON) * 1-1/4" diameter acme threaded screw has supporting a'vehicle that is raised by 
6-1/2" of travel for fine adjustment. an in-ground or above-ground lift 


¢ 5/8" thick rubber saddle pad. 


MADE 
IN U.S.A 


FEATURES MODEL 81036 | Lsy 
* Foot activated pump and lowering pedals allow * 


use of both hands to position components. 1TON CAPACITY 


® 


¢ Spring return lowering pedal automatically closes the INTENDED USE 
release valve when foot is removed from pedal. For replacing exhaust systems, 
Backs ccmimambi shock absorbers and MacPherson 


* Telescopic support tube with nine height adjustments at 2-1/2" increments. 


* A 12" diameter, 3/8" thick steel base provides added stability. struts. Hydraulic power will assist 


in freeing frozen spring shackles, 
aligning wheels and steering gear 
adjustments. 


SHIPPING 
MODEL WEIGHT 
CAPACITY LOW HEIGHT EXTENDED HEIGHT BASE SIZE SADDLE SIZE (Lbs.) 


20 TON 44-1/8" 50-5/8" 14" Dia. 4-1/2" x5" 50 


3/4 TON 55-1/4" 81-1/2" 12" Dia. 1-5/8" x 5-1/4" 35 


12" Dia. 1-5/8" x 5-1/4" 39 


3/4 TON 55-1/4" 81-1/2" 


1-1/2 TON 48-7/8" 85-3/8" 12" x 12" x 12" 3-1/4" x 3-1/4" 39.5 


56-1/4" 94-3/8" 12" Dia. 4" x 6-1/4" 


4TON@ 
SCISSORS END 
5 TON@ POST 


INTENDED USE 
A versatile jack having a low 
enough profile to raise forklifts 
and a high enough profile to 
raise farm equipment, tractors and 
some earth moving equipment. 


CAPACITY 


i MODEL 
| NUMBER SCISSORS} POST A 


NSVERSE ENGINE 
SUPPORT BAR 

INTENDED USE 
Straddles the inner fender wells 
and acts as a bridge to support 
4 cylinder engines. 


3 POINT ENGINE 

SUPPORT 
INTENDED USE 
Same as model 78095 but 
supports all 6 cylinder engines. 


MADE 
INUS.A. Bl 
| 


4 POINT ENGINE 
SUPPORT ADAPTER 

INTENDED USE 
An adapter that is used 
fh the model 78096 in order to 
pport all 8 cylinder engines. 


72036 4TON |5TON 28-3/4" 16-1/4" 3-3/4" oF 


MADE 
INUSA 
MODEL 
ws oO vi.) a FEATURES 


MODEL 78097 


FORKLIER JAG 


MODEL 72036 FEATURES 


* Two lift points for numerous lifting applications. 

* 2-1/4" low lift height at the scissors end. 

* Removable "T" handle and foldable lift post for 
storage or transportation. 

* Spring bolt locks "T" handle in position for 
easy maneuvering of jack on rear wheels. 

* Wheels front and rear keep jack 
centered under the load. 

* Safety overload valve prevents 
jack from being used beyond 
its rated capacity. 


TOP VIEW 


Cc D E F G H 


2-1/4" 16-1/4" 9-3/4" 


FEATURES 
* Adjusts to bridge all fender wells. 
* Includes slider "J" bolt that can be 
positioned anywhere on the bar 
for best weight distribution. 
Weight: 19 Ibs. 


¢ Same as model 78095 but 
includes an additional support 
arm and "J" hook for 3-point 
support. Weight: 27 lbs. 


FEATURES 

* 4-point support is achieved by adding 
a second support arm, slider ratchet 
strap, two "T" bars and four "J" bolts. 
Weight: 21 Ibs. 


31-3/4" 


SIDE VIEW 


I 
9" 


SHIPPING 
WEIGHT 
(Lbs.) 


78097 


HYDRAULIC TRAN: 


FEATURES 
* Fully adjustable universal saddle with adjustable corner brackets and safety chain. 
* Safety by-pass system prevents damage to cylinder. 
* Safety overload system prevents jack from 
being used beyond its rated capacity. 
* Full 360 degree rotating pump handle operates in any position. 
* Flash chromed ram inhibits rust from entering the hydraulic system. 
* Four full-swivel ball bearing caster wheels for easy positioning. 
* Wide chassis for efficient load distribution and stability. 
* Six optional saddle adapters for specific transmissions 
are described on page 16. 


FRONT VIEW TOP VIEW 
MODEL 
72050C ra j 
os 
360 7 
SWIVEL 


HANDLE 


72050C 
(1/2 TON) 


tor 
DIA. SIDE VIEW 


6 


FEATURES 
¢ Same as model 72050C but not 


designed to use with automotive 


saddle adapter options. 
D 
FRONT VIEW 


“HOT Tor view 


MODEL 
72000C 


360 
SWIVEL 
HANDLE 
SIDE VIEW 


-C- 
DIA. 


72000C 


(1-1/2 TON) 

MODE! 

NUMBER CAPACITY A B Cc D E F G H I 
72050C Merpareyy 7-3/4" 30-3/8" 2-7/8" 19-1/4". 32-5/8"— 8" 12-3/4" 7" 12-1/4" 
72000C BRBI-areN 10" 38-1/2" 3-7/8" 5-1/2". 44-1/2". 13" 26-1/4"  13-1/2"  24-1/2" 


MODEL 72050C 


MADE 
MODEL 72000C |\"** 


B MODEL 72001 wus 


1/2TON capact 


INTENDED USE 
For removal and installat ion 
of automobile and light truck 
transmissions or differential: 


1-1/2 TON CAPACITY 


INTENDED USE 
For heavy truck transmissions: 
Ideally suited for truck dealers, 
maintenance and heavy duty 
transmission repair centers. 


OPTIONAL EQUIPMENT 


DIFFERENTIAL ADAPTER 
is used with model 72000C, 
72700 and 72800 jacks only. 
Adapter fits most differentials 
and replaces the universa 
saddle when used. 
Weight: 29 Ibs. 


SHIPPING 


SADDLE TILT ee 
Fwd. Back Side (Lbs.) 
25° 13° +19° 138 


27° 17° +15° 328 


1 TON CAPACITY 


INTENDED USE 
For removal and installation of 
heavy duty truck drive shafts, 
transfer cases, rear differentials 
and entire axle assemblies. 


MODEL 
NUMBER CAPACITY 


72012 1 TON 


OPTIONAL EQUIPMENT 


TRANSMISSION 
SADDLE ADAPTER 
is adapted to the Model 72012 
Drivetrain Handler in order to 
remove and install heavy duty 
_ truck transmissions and fuel tanks. 
Weight: 40 Ibs. 


Cd MODEL 72013 


FEATURES 

¢ Low profile lift table allows vehicle 
components to be lowered to floor 
in order to clear vehicle. 

¢ Precise tilt controls provide fore 
and aft and side to side table tilt. 

¢ 4" diameter swivel caster wheels 
provide easy maneuverability. 

¢ Full 360 degrees rotating pump 
handle operates in any position. 

¢ Detachable handle allows 
jack to fit in tight spots. 

¢ Heavy structural steel 
frame with 31" wide 
base provides maximum 
stability. 

¢ Interchangeable hydraulic pump. 

¢ Metal tool box included to store 
optional transmission saddle 
components or drivetrain saddle 
components when not in use. 


72012 
(1 TON) 


SHIPPING 
WEIGHT 
(Lbs.) 


300 


SADDLE TILT 


Back Side 


360 
SWIVEL 
HANDLE 


FRONT VIEW 


REMOVABLE 
HANDLE ———*} 


MODEL 72012 


SIDE VIEW 


FEATURES 

* Fully adjustable universal saddle with adjustable 
corner brackets and safety chain. 

* Safety overload system prevents jack from 
being used beyond its rated capacity. 

¢ Foot operated pump and lowering pedals 

allow use of both hands to position and 
align saddle with transmission. 

* Two-stage flash chromed rams inhibit 
rust from entering hydraulic system. 

¢ Wide base with four 3" diameter swivel 
ball bearing caster wheels, provides 
stability and easy maneuvering. 


72500C 
(1/2 TON) 


MODEL —__LIFTRANGE __ 
NUMBER CAPACITY 


© 72500C 1/2 TON 35-1/2" 72 34" x 37" 42° 


Low High BASESIZE Fwd. 


FEATURES 

¢ Same as model 72500C but 
with 2 times faster rising 

action without load. 

* 2 times faster rising action with 
a load up to 500 pounds. 

¢ Same rising action as model 
72500C for loads between 
500 and 1,000 pounds. 


72550 
(1/2 TON) 


@ “) Patent Pending 


DEL LIFT RANGE 


MO 
NUMBER CAPACITY BASE SIZE 


MODEL 72500C 


SADDLE TILT 
Back Side (Lbs.) 


MODEL 72550 


SADDLE TILT WEIGHT 


Low High Fwd. Back Side (Lbs.) 


1/2TON CAPACITY _ 
SINGLE PUMP : 


INTENDED USE 
Designed for the removal, 
installation and transportation 
(in the lowered position) of 
transmissions and transfer 
cases on passenger cars, 
vans and light trucks that 
are raised by an in-ground 
or above-ground lift. 


SEE PAGE 16 FOR INFORMATION 
ON OPTIONAL ADAPTERS. 


SHIPPING 
WEIGHT 


ate 176 


1/2 TON CAPACITY 
DOUBLE PUMP 


INTENDED USE 
Same as model 72500C but with 
a double pump piston design that 
raises the jack to the load and 
raises the load twice as fast as 
any single pump design. 


SEE PAGE 16 FOR INFORMATION 
ON OPTIONAL ADAPTERS. 


SHIPPING 


72550 1/2 TON 35-1/2" ries 34" x 37" 42° 


46° +12° 178 


1/2 TON CAPACITY 
AIR and HYDRAULIC 


INTENDED USE 

Designed for the removal, 
installation and transportation (in 
the lowered position) of 
transmissions and transfer cases 
on passenger cars, vans and light 
trucks that are raised by an in- 
ground or above-ground lift. 


LIFT RANGE 


TELESCOPIC TRAN 
FOR AUTONMK 


Wile ystyrl yy FEATURES 


* Pneumatic primary stage for fast 
rising is activated by depressing a 
foot pedal. Hydraulic secondary stage 
is activated by a fast rising hand pump 
to raise the load and a release knob to 
lower the load. 

¢ Safety by-pass system prevents the 
ram from being overextended and 
causing damage to the cylinder. 

¢ Air and hydraulic rams are flash 
chromed to inhibit rust. 

* Fully adjustable universal saddle 
with adjustable corner brackets and 
safety chain. 


AN 


¢ Wide base with four 3" diameter swivel ball 
bearing caster wheels provides stability and 


easy maneuvering. 


BASE SIZE 


OPTIONAL ADAPTERS, 
HANDLER and SADDLE 


__ Fit models 72050C (page 12), 
72500C, 72550 and 72400A 
transmission jacks. 


MADE 


FWD SUBFRAME 
HANDLER 

INTENDED USE 

An optional saddle that handles the 
removal and installation of all front 
wheel drive vehicles’ subframes. 


QUICK ADJUST 
SADDLE 

INTENDED USE 

An optional saddle that replaces 
the four adjustable corner 
brackets found on the standard 
universal saddle. 


74-3/4" 


MODEL 72525 FEATURES 


High Fwd. 


Patent Pending 


INUSA 
MODEL 72520 FEATURES 
UNt) MovEL 72520 | 


34" x 37" 42° 


46° 


¢ Removal and installation can be accomplished 


with one person. 


¢ Four rotating telescopic arms easily adjust 
to any subframe hole mounting configuration. 
* Quicklock wing nuts secure telescopic arms 


at their required lengths. 


¢ Four threaded studs quickly adjust to the 
contour, height and location of the subframe 


mounting holes. 
Weight: 36 Ibs. 


* Quickly adapts to the 
existing universal 
saddle plate. 

* Four low profile 
ratcheting arms 
quickly and easily adjust to the 
transmission pan configuration. 
Weight: 9 Ibs. 


72525 


SADDLE TILT 
Back 


SHIPPING 
WEIGHT 


Side (Lbs.) 


#12° 166 


ADAPTERS 


for use on GMC 4WD 
transmission case. 
Weight: 18 Ibs. 


MODEL 72502B 
for use on 4 and 5 
speed truck 
transmissions. 
Weight: 13 Ibs. 


MODEL 72504B 


for use on GMC 
front wheel drive 
transmissions. 
Weight: 24 Ibs. 


MODEL 72505B 


for use on GMC front 


72400A 
(1/2 TON) 


wheel drive transmissions a 
(X,J & A bodies) 3T40. 


Weight: 15 Ibs. 


MODEL 72506B 


for use on GMC 440 metric 
transmissions 4T60-E. 
Weight: 11-1/2 Ibs. 


for use on Ford E40D 
truck transmissions. 
Weight: 34 Ibs. 


Box 
tS 


PAULIC 


TRAIN JACK FOR AULOMOTIVE USE 


FEATURES Looe. 72650 | lp 
* Air driven hydraulics with patent pending valve oe 
design raises and lowers load without are 1/2 TON CAPAC Ty 

or bouncing movement. INTENDED USE — 
* Two jacks in one. The optional model 72655 adapter Designed for removal, installation 
turns a power train jack into a transmission jack. + 
* Flash chromed 2-7/8" diameter and 3-5/8" diameter 


- position) of front wheel drive 
telescopic rams provide maximum stability. : a 
* Air regulator and gauge included. engines, transaxles and fuel tanks — 


* 14" x 31" saddle and two ratchet action on vehicles that are raised byan 
tie downs secure load to jack. in-ground or above-ground lift. 


OPTIONAL EQUIPMENT 


MODEL 72655 wel 


TRANSMISSION 

SADDLE ADAPTER 
Easily and quickly turns the.model 
72650 power train jack into a 
transmission jack. Weight: 12:/bs. 


and transportation (in the lowered 


MODEL 72656 
72650 
(eT OR} POWER EQUALIZER 
Increases the capacity of the 
secondary ram to meet the 
primary ram. Weight: 14 Ibs. 
MODEL MAXIMUM LOW LIFT HIGH LIFT WHEEL — BASE SADDLE TILT patible 
@ NUMBER CAPACITY = AIRPRESSURE —- HEIGHT HEIGHT DIA. SIZE Fwd. Back Side (Lbs.) 
72650 1/2 TON 150 P.S.I. 34-1/2" 73-1/2" 4" 42" x 42" 17° 27° = 12°/17° 324 


UNDER Hi 
TRANSMIS 


FEATURES MODEL 72700 


* Fully adjustable universal saddle with adjustable 
corner brackets and safety chain. 

* Safety overload system prevents jack from 1 TON CAPACITY 

being used beyond its rated capacity. INTENDED USE 

+2" diameter, flash chromed, single stage ram Designed for the removal, 

provides added stability throughout the installation and transportation 

entire lift range. (in the lowered position) of heavy 

* Foot operated pump and lowering pedals allow duty truck transmissions that are 


use of both hands to position and align raised by an above-ground lift 
saddle with transmission. 


¢ Wide base with four 3-7/8" diameter heavy 
duty swivel ball bearing caster wheels 
provides stability and 

easy maneuvering. 


SHIPPING 
WEIGHT 


MODEL LIFT RANGE SADDLE TILT 
NUMBER CAPACITY iow ion” High BASE SIZE Fwd. Back Side ube) 


72700 1 TON 45-3/4" 74-1/4" 38" x 38" 45° 24° +22° 


| (is) 


MADE 


INU.S.A 
——4| MODEL 72800 FEATURES 
USt MODEL 72800 | 


1 TON CAPACITY 
DC OPERATED 


INTENDED USE 


Designed for removal, 
installation and transportation 
(in the lowered position) of 
automotive and heavy duty truck 
transmissions, truck differentials, 
automotive front wheel drive 
engines, transaxles and fuel 
tanks, Saddles and handler 

are sold separately. 


LIFT RANGE 


74" 42" x 42" 


UNDER HO 
AUTOMOTIV 


¢ Independent power comes from a patented 
DC electro-hydraulic system. No electric or 
air lines required. 

* Full battery charge provides 30 to 35 full range, 
full power pickups. 

* Deep cycle battery is included and recharged 
with any regular automotive battery charger. 

¢ Battery charge indicator gauge included. 

¢ Flash chromed 2-7/8" and 3-5/8" diameter 
rams provide maximum stability. 

¢ Foot operated pump and release pedals allow 
use of both hands to position and align saddle 
with the load. 

¢"T" handle swings to waist high 
for easy maneuvering. 

¢ Floor lock included. 

¢ Saddle base assembly is equipped 
with 4-way tilt adjustment knobs for 
precise positioning. 

e 4" diameter swivel casters with 
double ball race roller bearings. 
Two of the casters can lock into 
four different positions for 
directional steering. 


SHIPPING 
BASE SIZE BATTERY SADDLE TILT 


High Fwd. Back Side 


12 Volt #24 1 ar 12°/17° 


1 TON 35" 
OPTIONAL ADAPTERS 
AND HANDLER FOR 
MODEL 72800 
AUTOMOTIVE 
TRANSMISSION ADAPTER 


for use on passenger car, van 
and light duty truck transmissions 
and transfer cases. 

Weight: 12 Ibs. 


MODEL 72801 


HEAVY DUTY TRUCK 
TRANSMISSION ADAPTER 
with fully adjustable base, corner 
brackets and safety chain. 
Weight: 78 Ibs. 


MADE 
INU.S.A. 


pas MODEL 72001 
HEAVY DUTY TRUCK 
DIFFERENTIAL ADAPTER 
must be used in conjunction with 
the optional model 72801 Heavy 
Duty Truck Transmission Adapter. 
Weight: 31 Ibs. 


MADE 
INU.S.A 


MODEL 72605 


AUTOMOTIVE FRONT WD ENGINE 
AND FUEL TANK HANDLER 

The handler includes a 14" x 31" 
saddle and two ratchet action tie 
downs. Weight: 45 Ibs. 


* Decrease potential back problems. 


MADE i 
FEATURES MODEL 82400 el : 
6 i : 


¢ Reduce tire changing time. INTENDED USE H 


¢ Guard shield helps protect operator. 
¢ Air wrench supported and held in desired 
position by gas strut supported boom. 
* Universal holder adapts to most popularly 


¢ Storage for sockets, tire 
irons, lubricants, hoses 
and wheel parts. 

* All required tools can be 
easily rolled to work site. 
* Completely plumbed to 
receive any air 
components with 1/4, 

3/8 and 1/2 NPT fittings. 
* Includes tire pry bar for 
raising tire on wheel lugs. 


—) U.S. Patent No. 5, 553, 991 


Note: Regulator, air tool and accessories are not included with the model 82400. 


MODEL WRENCH LIFT HEIGHT OVERALL DIMENSIONS 
ec NUMBER MIN. MAX. LENGTH WIDTH HEIGHT 
82400 8-5/8" 32-3/4" 41-3/8" 25" 46-5/8" 


For truck tire and wheel 
changing. Install and store all 
your tools on one convenient, 
used air impact wrenches. easy to maneuver work station. 


SHIPPING WEIGHT (Lbs.) 


85 


MADE 
FEATURES MODEL 77001 |} ¥s* 
At, 


* Foot activated pump and release 


position and stabilize motorcycle. 
¢ Wide, low profile base with rear 
mounted ball bearing swivel caster 


protect motorcycle frame. 

* Two different work heights 
can be mechanically 

locked in position 

by rotating locking 

arms into frame stops. 

* Locking screws extend to 
floor to prevent lift movement. 
¢ Professional quality power unit with rust 
inhibitive coatings on ram and pump piston to ensure long life. 


MODEL 


NUMBER LOW LIFT HEIGHT HIGH LIFT HEIGHT OVERALL WIDTH OVERALL LENGTH OVERALL HEIGHT 


77001 4" 18-1/2" 31" 34-1/2" 34-1/4" 


valve allow use of both hands to INTENDED USE 
Designed for lifting motorcycles 
with an exposed frame under- 


wheels provides easy maneuverability. carriage. For light duty repairs 
* Rubber grip pads on lift saddles and accessory installation. 


SHIPPING WEIGHT 
(Lbs.) 


98 


MADE 


INUSA 
Las MODEL 72030 FEATURES 


* Clutch/flywheel removal and installation becomes a one man job. 
INTENDED USE * Tilting saddle enables clutch to be positioned in either 


\ To remove, install and horizontal position for clearing underneath truck or 
transport (in the lowered vertical position for installation and removal. 
position) both 14" and ¢ Adjustment bolt on saddle aligns clutch 
15-1/2" heavy duty and flywheel. 


¢ 2" diameter spline shaft 
rotates 360 degrees, turns 
left and right for clutch and 
engine alignment. 

* Conveniently located 


OPTIONAL EQUIPMENT release valve and 360 
degree rotating pump 


MODEL 72031 handle allow jack to be 


operated in any work 
1-3/4" DIAMETER SPLINE SHAFT 


clutches and flywheels. 


position. 
This product is patented under 
MODEL 72033 jj & U.S. Patent No. 5, 251, 875. 
FLYWHEEL ADAPTER Me —= , 
[e) ° 0} A | 

o (of | 

SIDE VIEW 
MODEL OVERALL OVERALL HANDLE WHEEL HEIGHT DIMENSIONS WEIGHT 
NUMBER CAPACITY WIDTH LENGTH LENGTH DIAMETER =. > ee.  — © (Lbs.) 


72030 300 LBS. 24" 35" 24-3/4" 3" 11-1/8" 38-3/4" 11" 142 =) 


BRAKE DRUM 


MADE 


INU.S.A 
Les MODEL 72040 FEATURES 


¢ Reduces lost-time injuries. 


INTENDED USE * Handles 15" and 16-1/2" drums. 
Designed for removing, * Machine rotating handle provides ease of raising and lowering drum. 
installing and transporting * Ball bearing wheels, semi-pneumatic tires and 3/4" diameter axle 
outboard mounted brake provide easy maneuverability and balance of drum. 
Hi diya ashe GAT ricuinied * Adjustable angle bracket secures both outboard and unedited . 
ai mounted drums with disc wheel hubs to the drum handler's carriage. 
drums with disc wheel hubs. ¢ Detachable handle for convenient storage. 
OUTBOARD DRUM INBOARD DRUM WITH DISC WHEEL HUB 
MODEL SHIPPING WEIGHT 
NUMBER LOW LIFT HEIGHT HIGH LIFT HEIGHT OVERALL WIDTH OVERALL LENGTH WHEEL DIAMETER (Lbs.) 


72040 10-1/4" 15-1/4" 21 62-1/2" 8" 58 


6 


® 


— 
B 


SIDE VIEW 


Ta 


b—K—4 
FRONT VIEW 


*Note: Model not shown 
has same basic 
construction as 
model pictured. 


79324A (2-1/2 TON) shown 
*79325 (2-1/2 TON) 


MODEL 
NUMBER ~~ CAPACITY 


ykyey 2-1/2 TON 
@ 90 P.S.I. 
LEKP2I (2-1/2 TON 


A 


79328 
sold in pairs 


MODEL 79328 


9" EXTENSION 
ADAPTERS 

for use with light duty trucks, vans 
and 4x4's. The adapter increases 


31-1/2" 46" 


31-1/2" 46" 


° All 


FEATURES 
* Manually operated hydraulic pump or push button 
air/hydraulic pump provides safe, quick lifting. 

¢ Adjustable arms and lifting pads safely 

support the vehicle on the bridge. 

¢ Adjustable hook-end or flat-end mounting brackets 
enable the bridge to be mounted on most lifts. 

¢ Hook-end mounting brackets are standard equipment 
with both model bridges. 

mounting brackets are equipped with spring loaded roller 
bearings for smooth maneuverability of bridge on lift rails. 
* Mechanical stop prevents accidental lowering of bridge. 


* Lowering is accomplished with one hand on the release lever 


Cc 


the "1" dimension on the specification 


chart from 2" to 9". Weight: 19 Ibs. 


33" 


33" 


and the other hand releasing the mechanical stop. 
* Equipped with rubber faced saddle for differential lifting. 


J K L 
11-5/8" 9-3/4" 5" 


D CE 
51-1/4" 3-1/8" 


F 
5-3/8" 


G 
8-1/2" 


51-1/4" 3-1/8" 5-3/8" 8-1/2" 11-5/8" 9-3/4" 5" 


79326 
sold in pairs 


79327 
sold in pairs 


MODEL 79325 


MODEL 79324A 


M 
24" 


24" 


MODEL 79326 


MODEL 79327 


2-1/2 TON 
MANUAL 


2-1/2 TON CAPACII 
AIR/HYDRAULIC PUMP 


INTENDED USE 
For use in conjunction with above — 
ground lifts. The Rolling Lift Bridge 
straddles the lift rails and lifts.a 
vehicle off the rails for wheel 
alignment, brake, tire and. 
suspension work. 


NOTE: Some mounting brackets may require 
an offset if the rolling lift bridge bottoms out 
before the above ground lift. If the above 
ground lift is 1" from sig out, it will be 
necessary to order a 1-1/2" offset on the 
mounting brackets. Offset Psi are 
available at no extra charge. Determine the 
amount of offset and type brackets (flat-end 
or hook-end) required before placing an order. 


WEIGHT 


N O (Lbs.) 


35" 2" 


Pp 
2-1/2" 


Q 


4"sa. 212 


35" 2" 2-1/2". 4"sa. 235 


OPTIONAL EQUIPMENT 


FLAT-END 
MOUNTING 
BRACKETS 

enable the Rolling Lift Bridges to 
roll on flat surfaces. Weight: 30 Ibs. 


HOOK-END 
MOUNTING — 
BRACKETS _ 

enable the Rolling Lift Bridg 
to roll on the rai 
Weight: 26 Ibs. 


Ore) TRANSMISSIO 


aoe tel) sere FEATURES 


¢ Patent pending design. 
INTENDED USE ¢ Removal and installation times are reduced to 45 seconds 
For removal and installation or less. 


of the intermediate overdrive * Enables simultaneous assembly of the overdrive snap ring 
cylinder assembly in Ford cari assembly. Competitors' models require a 2-step 
Super Duty, 1/2, ghia * Long throw "T" handle allows easy assembly and the 3/8" 
1 ton transmissions. torque wrench receiving hole aids in torquing cylinder 


assembly to the required 65 inch pounds. 

* Clutch spring compressor bar is 
easily and quickly slid into 
overdrive clutch snap ring — 
groove. Weight: 3 lbs. 


Model 72515B shown in use. 


72515B 


a MADE 
ate MODEL 82035 


a * Adjustable top bracket used for clamping. 
i TON HIGH MET JACK * Safety shear pin protects lifting nose and 
INTENDED USE 


dropping of load if jack is overloaded. 
Construction, agriculture and * Load is supported when activated in 
industrial applications where either direction. 

long travel is required for lifting, ¢ 3/4" lift with each handle stroke. 


pulling, pushing or clamping. 
IN U.S.A. 


uy MODEL 82030 Hl 5 Na) -)3>5 


DELUXE BUMPER JACK ¢ Adjustable chain link and lift hook fits 


most bumper contours. 
INTENDED USE * Additional lift hook fits bumper 


Passenger car tire changing. jacking slots. 


MADE 


Al MODEL 82002A 


A * Fine acme threaded screw for ease of lifting. 
2 TON SCISSORS JACK * Zinc plated handle and handle extension for 


INTENDED USE longer reach. 
Passenger car tire changing. 


82002A 


MODEL LIFT RANGE HANDLE EXTENSION SHIPPING WEIGHT 
NUMBER CAPACITY Low High HANDLE LENGTH LENGTH BASE SIZE LIFTING SADDLE _ (Lbs.) 


"1 82002A Bare 3-3/4" 13-1/2" 20-1/2" 20" 4-3/4" X 7" 2-1/2" X 5" 11.5 
I 
| Byki) — 1" 29" 13" — 6-1/2" X 8-1/2". — 12 


82035 3-1/2 TON 4-1/2" 42-3/4" 30" _— 4-3/8" X 7" 1-1/2" X 4" 30 


WHEEL DOLLI 


FEATURES MODEL 82300B 


¢ Rear swivel caster wheel and rigid front wheels provide 
positive steering for the model 82300B. Swivel caster 1 oe 


wheels both fore and aft provide side to side 
MADE 
MODEL 823018 | ae 


maneuverability for the model 82301B. 

¢ Wheels with polyurethane tread protect floor. 
MODELS * Lift arms with ball bearing rollers easily rotate vehicle 1 TON ya 
82300B rim for bolt pattern alignment. 


6 823018 * Lift arms supported at both ends minimize INTENDED USE A 
=a 7 wheel movement. For the removal and installatic 
af é * Adjustable height push bar provides unobstructed of single, tandem and duplex 
BIAIDIe SIDE VIEW a access to hub area. tires and wheels. » 


* 3-1/4" travel adjustment on rear caster wheel 
matches lifting arms with spindle angle. 


* Patented tilt design positions wheel at 45 degree 

is = angle for easy wheel bearing installation LIFT / TILT 

; ep and waste oil removal. WHEEL DOLLY tae 
© * Wheel inspection made easier at 45 degree 1/2 TON CAPACITY 

anh Pe. tilt angle. INTENDED. USE > 
b * Four 4" diameter swivel caster Same as the models 82300B and 
| si wheels for easy positioning. 82301B but with added tit 
/ feature. 


“gl 


DIA. 
@ SIDE VIEW 


82300B 
(shown with rear swivel caster) 


f *82301B 
(swivel casters front and rear) 
(1 TON) 


82303A 
(1/2 TON) 


*Note: Model not shown has same basic 
construction as model pictured. 


U.S. Patent No. 5, 362, 194 


NUMBER CAPACITY A B uit) Cc D E F G H l (Lbs.) 


82300B 1 TON 1-7/8" 7-1/2" 39" 4" 42" 22 — 23" 32" 47-1/4" 21" 190 
82301B 1 TON 1-7/8" 7-1/2" 30" 4" 42" 22 — 23" 32" 47-1/4" 21" 192 
82303A 1/2 TON 2-3/8" 5-3/4" 33-3/4" 4" 41" 24" 33" 39-1/2" 24-3/4" 193 


HIGH LIFT WE 


fe) Wile aa yelye a FEATURES 


* Heavy duty lift arms made with ball bearing conveyer rollers 
1/2 TON CAPACITY which allow easy rotation of wheels for alignment with bolt 
pattern. 
INTENDED USE * A 1500 pound capacity heavy duty winch with 5 to 1 gear 
ratio provides ease of operation. 
* The winch gear design acts as a brake and allows the load to 
be lowered incrementally if desired and without the need of 


For the removal and installation 


of single, tandem and duplex TOP VIEW 


tires and wheels which are constant hand pressure against the crank handle. a 
mounted on trucks that are * A hydraulic jack tilts the lift arms in order to match the angle bene - A 
supported above ground level. of the spindle. 


* Maneuverability is made easy by means of two rear 
mounted ball bearing swivel caster wheels. 


SIDE VIEW 


FRONT VIEW 


82302A 
(1/2 TON) 


SHIPPING 
| MODEL WEIGHT 
_ | NUMBER CAPACITY A B Cc D E F G H l LIFT ARM TILT (Lbs.) 


| 1/2 Ton 2" 38" 60" 4" 43-1/2" 24" 35-1/2" 45" 21" +18° 305 


FLOOR CRANES AND GERUCK 


, FEATURES 
@ : , ¢ Four adjustable legs provide greater stability. 


* Six position telescopic boom with 3/8" proof chain and hook. 
* 3 ton capacity hydraulic power unit provides faster rising 
action, a large diameter ram to withstand angle loads 

and an access hole that enables optional pumps to 

be adapted. See page 33 for information on pumps. 

* Four full swivel ball bearing caster wheels provide easy 
78102A maneuvering and postioning. 
ene * Low profile design (4-3/4" from top of base to ground) 
allows positioning under low ground clearance vehicles. 


FEATURES 
Similar to model 78102A with the 


pds dan following exceptions: 
optional * Quick foldable legs and boom save shop space and prepare 


model 910017A as 
air/hyd. pump crane for transport or storage within seconds. 


¢ 4" diameter front wheels and rear swivel caster wheels 
provide positive steering and easy maneuvering. 

¢ High strength wheels with roller bearings and polyurethane 
tread protect shop and display floors. 

* Five position telescopic boom with 3/8" proof chain and hook. 


FEATURES 
78204A * Four position telescopic boom that folds 
cai down for traveling position or storage. 
5 to 1 gear ratio winch with 20 foot long 1/4" diameter 
steel cable and hook pull the load toward the boom. 
¢ Winch gear design acts as a brake and allows the load to be 
lowered incrementally if desired and without the need for 
constant hand pressure against the crank handle. 
¢ Hydraulically activated boom lifts the load to the desired height. 
* Crane swivels 360 degrees but can be locked in position. 


FEATURES 

* Multiple boom and leg extensions provide maximum stability. 
* Boom swivels 10 degrees right or left if base cannot be 
centered under the load. 
* Floor lock secures crane from moving when in use. 
* Model 78600A includes a foot activated air/hydraulic 

*78600A we ; 
78605 (shown) foot pump requiring 100 P.S.I. air pressure. 
(3 TON) * Model 78605 includes an electro/hydraulic pump requiring 115 VAC. 


Note: See information concerning air and electro/hydraulic 
pumps on page 33. 

*Model not shown has same basic 

construction as model pictured. 


78600A 3 TON @ 65" 13" 149-1/2" 49", 65", 81" 90-1/2" 51" 
—-:£, ~ 2-i2TON @ st" 
78605 2TON @ 97" 13" 149-1/2" 49", 65", 81" 90-1/2" 51" 


1/2 TON @ 46-1/4" 0" 68-1/2" N/A 64" 14" 


MODEL BOOM CAPACITY BOOM HEIGHT LEG OVERALL DIMENSIONS 

NUMBER @ LENGTH Min. Max. EXTENSION Height Width 
78102A 2 TON @ 50" 2-1/2" 98" 69-1/4" - 101" 65-1/4" 50-1/4" 
78106 2 TON @ 44-3/4" o" 90-1/2" 83-1/2" 80-3/4" 45-1/4" 


CRANE 


a MADE 
MODEL 78102A (\O°s"@ 


FLOOR CRANE — 
2 TON CAPACITY 

(Boom retracted) 

INTENDED USE 
Designed to raise, lower and transport 
automobile engines, transmissions, fi 
differentials and other heavy loads — i 
with minimal effort. i 


MADE 
MODEL 78106 ({\'s* 
| MODEL 78106 _|q'qA 


FOLDABLE 
FLOOR CRANE 
2 TON CAPACITY 


(Boom retracted) 


INTENDED USE 
Same as the model.78102A. 


MADE 
MODEL 78204A /[°S* 
| moet 782040 isl 


TRUCK CRANE 
1/2 TON CAPACITY 


(Boom retracted) 


INTENDED USE 

and FEATURES 

Same as the model 78102A but 
mounts in the bed of a truck 

or on a loading dock. 


MADE 


MODEL 78600A ['X’S* 
| mopet 786008 |2'<'| 


FLOOR CRANE 
AIR/HYDRAULIC 
3 TON CAPACITY 


MADE 
MODEL 78605 /\°S* 


FLOOR CRANE 
ELECTRO/HYDRAULIC 
3 TON CAPACITY 
INTENDED USE 


For lifting heavy items including 
removal and installation of diesel 
engines and often their transmissions. 


SHIPPING | 

WHEEL DIAMETERS WEIGHT | 
Length Front Rear (Lbs.) 
69-1/4" 3" 3" 316 
83-1/2" 4" 4" 316 


46-1/4" _ = 180 
75" 8" 6" 1,150 


75° 8" 6" 1,182 


¢ Fully adjustable engine mounting head. oe 
OPTIONAL EQUIPMENT 


ENGINE STAND ¢ Long handle and 360 degree rotating head easily position engine. 
1000 LBS. CAPACITY * One bolt disassembles stand for transporting or storage. SADE 


INTENDED USE ¢ Heavy wall tubing prevents excessive frame flex. ed MODEL 78109 


For safe handling and positionin * 2 rigid wheels in back and 2 swivel caster wheels 
7 ie y 4 in front provide maximum stability and support. TRANSMISSION ADAPTER 
of most automotive engines. 


replaces engine mounting fingers 

el MODEL 78108 #77440) -1=5 and converts engine stand into 
¢ Same as the 
ENGINE STAND 


a transmission service stand. 
model o- 


Weight: 10-1/2 Lbs. 
1250 LBS. CAPACITY 78100 MADE } 


Same as model 78100 upgraded ALUMINUM DRIP PAN o 


but with heavier construction wheels. sae 
° Four bolts slip fits onto base of both 
to handle the largest V8s. : 
disassemble model engine stands. 
stand for Weight: 8 Lbs. 
transporting 
or storage. 


78108 
(1250 LBS.) 


78100 
(1000 LBS.) 


MODEL OVERALL DIMENSIONS WHEEL HANDLE FINGER ADJUSTMENT re 
NUMBER CAPACITY Height Width Length DIAMETER LENGTH Height Width (Lbs.) 


78100 1000 LBS. 38" 34-1/2" 37" 3" 30" 12" — 15-1/2" 15"—18" 85 
78108 1250 LBS. 39" 36-1/2" 39" 4" 30" 12" — 15-1/2" 15"— 18" 115 


MADE 


USAa} ~=MODEL 78160 
ust) Mopet 78160 BENT 


* Mounting head tilts for engine clearance in 360 degree rotation. 


DIESEL ENGINE * 95 to 1 worm gear drive and long handle provide easy 
STAND engine rotation. 
3 TON CAPACITY * Floor lock keeps stand from moving during repairs. 


INTENDED USE ¢ Universal adapter included. Used with 
optional adapters. 


For safe handling and 
positioning of most 


diesel engines. Sia 


(3 TON) 


ENGINE MOUNTING 


ADA PTERS For Detroit engines: 53 Series in-line 6 cyl.,6V & 8V For International Harvester engines: 
also 71 Series in-line 6 cyl., 6V, 8V & 12V also 92 DT-466 in-line 6 cyl. DV-550, MV-404, MV-446, V304, V345, 


TAGE Series 6V & 8V also 8.2 liter V-8. V392, 4-152, 4-194, 4-196, 9.0 liter V8, 6.9L (Ford). 
INU.S.A. MODEL 78163 MODEL 78166 
Ah For Cummins engines: all NH, NTC, & NTE 855 —_ For Mack engines: 672, 673, 675 & 711. 


Series in-line 6 cyl., 378 Series V6, 504, 555 & Series in-line 6 cyl. 
903 Series V8, KT 1150 Series in-line 6 cyl. L10. 


MODEL 78164 MODEL 78167 


For Caterpillar engines: 1673, 1674, 1693, 3306, & For Allison transmissions: AT 500, MT 600, 
3406 in-line 6 cyl. also 1100 & 3208 V8 and 3408 V8. MT 6 speed, VH, VS and V730. 


| MODEL OVERALL DIMENSIONS WHEEL DIAMETERS _ ROTATIONAL CLEARANCE FROM SHIPPING WEIGHT 
| NUMBER CAPACITY Height Width Length Front Rear MTG. HEAD TO GROUND (Lbs.) 


78160 3 TON 45" 50" 54-1/4" 7" 5-3/4" 35-1/4" to 43-1/4" 631 


FEATURES 
¢ Manual pump power unit with access hole to adapt optional 
models 78021 gauge, 910017A air/hydraulic pump and 


910016A hose and fittings. 
¢ Pair of bed plates included. 
Shielded heavy duty 

ram return springs. 

¢ Hydraulic power unit is 
bearing mounted for 
horizontal movement 

on head channel. 

« Zero distortion, heavy 
duty structural 

steel frame. 


78011 
(12 TON ) 


FEATURES 
¢ Same as models 78013A 


*78013A 


(12 TON ) and 78022C but include 
(2 TON models 78021 pressure 
78022C gauge, 910017A 
(20 TON )shown air/hydraulic foot 
*78023C 


pump, 910016A 


(20 TON ) 
hose and fittings. 


*Note: Models not shown have same 
basic construction as model pictured. 


OPTIONAL EQUIPMENT 


MODEL 78000 wel 


ARBOR PLATES 

are a pair of 1" x 4" x 10" long steel plates with 
"V" cutout on one edge and circle cutout on the 
other. For 12 and 20 ton capacity presses only. 
Weight: 20 Ibs. 


MODEL 78021 


HYDRAULIC GAUGE WITH FITTINGS 

4" diameter face. Dry type. Dial indicates internal 
pressure (PSI) and corresponding pounds of force 
at ram end. Accurate within 2-1/2%. Standard 1/4" 
NPT fitting. For 12 and 20 ton capacity presses only. 
Weight: 2 Ibs. 


THROAT HEIGHT 
CAPACITY ; MAX. 


MODEL 
NUMBER 


THROAT 
WIDTH 


BED HEIGHT BETWEEN 
ADJUSTMENTS UPRIGHTS 


12 TONS ’ : y 17" 3x 4-3/4" 5" 6" 


12 TONS i : 25" 8 x 4-3/4" 5! 6" 


12 TONS , i 4 25" 8 x 4-3/4" 


20 TONS r 3 30" 7x 4-3/4" 


20 TONS ig ly ? 30" 7x 4-3/4" 


BETWEEN 
BED RAILS 


STANDARD MODE 


MADE 


MODEL 78022C uw 


STANDARD MODE 
20 TON CAPACITY 


INTENDED USE 


Straightening, bending and pressing. 


Removing and installing 


@ 


L 
12 TON CAPACITY ~~ 


: 


gears, bearings,and bushings, 


MADE 


MODEL 78014A uw 


DELUXE MODEL 
12 TON CAPACITY 


nusal 
MODEL 78023C — 
| MODEL 78023C | Uy 


DELUXE MODEL 
20 TON CAPACITY 


INTENDED USE 
Same as models 78013A 
and 78022C. 


MODEL 78011 Ge) 


BENCH PRESS 
12 TON CAPACITY 


INTENDED USE 
AND FEATURES 


Same as the model 78013A 
standard shop press but in a 
compact frame designed for 
mounting on top of a work 
bench. Bed plates are not 
included. 


BASE 


——————_ OVERALL 
WIDTH DEPTH 


HEIGHT 
22" 12° 46-1/8" 
34" 28" 70-5/8" 
34" 28" 70-5/8" 
40" 28" 70-5/8" 


40" 28" 70-5/8" 


SHIPPING 
WEIGHT 
(Lbs.) 


185 


266 


287 


394 


415 


MADE 


el) move 780554, 
4] MODEL 7 
Las oO 8055A 


50 TON CAPACITY 
HAND PUMP 


OPERATED 
INTENDED USE 


Heavy duty use in truck garages 
and industrial work shops. 


wus MODEL 78057A 
LSS) 


50 TON CAPACITY 
AIR/HYDRAULIC 
OPERATED 
INTENDED USE 

and FEATURES 

Same as mode! 78055A but 
equipped with the model.910017A 
air/hydraulic foot pump.and 
model 910014A. 10' hose. 

“Note: See page 33 for additional 
information onpump. 


MADE 
DEL 7 8A 


TON CAPACITY 
ELEC TRO/HYDRAULIC 
’ OPERATED 


ae MODEL 78110B 


100 TON CAPACITY 
ELECTRO/HYDRAULIC 
OPERATED 


INTENDED USE 
and FEATURES 


Same as model 78055A but the 
model 78058A is equipped with the 
model 910052A electro/hydraulic 
pump and the model 78110B is 
equipped with the model 910019A 
electro/hydraulic pump. 

Note: See page 33 for additional 
information on pumps. 


SHOP PRESS 


FEATURES 

* Manually operated two speed pump provides quick ram travel to load. 

* Safety oil by-pass and overload systems protect power unit. 

¢ Hand operated winch raises and lowers press bed. 

* Liquid filled gauge 
measures ram force 
in pounds and tons. 

* Self-retracting ram 
is bearing mounted 
for lateral movement 
on head channel. 


* Note: Models not shown have same basic 


THROAT HEIGHT BASE SHIPPING 
MODEL RAM pect cto eh ha THROAT BED HEIGHT BETWEEN BETWEEN —————————— OVERALL WEIGHT 
NUMBER CAPACITY TRAVEL MIN. MAX. WIDTH ADJUSTMENTS UPRIGHTS BEDRAILS WIDTH DEPTH HEIGHT (Lbs.) 
78055A BeVngetS 6-1/4" 7-1/2". 32-5/8" 34-1/2" 7x5" 5-5/8" 7-3/8" 50" 40" 72-3/4" 804 
vetyeW 50 TONS 6-1/4" 7-1/2" 32-5/8" 34-1/2" 7x5" 5-5/8" 7-3/8" 50" 40" 72-3/4" 801 
78058A Bienes 6-1/4" 7-1/2" 32-5/8" 34-1/2" 7x5" 5-5/8" 7-3/8" 50" 40" 72-3/4" 814 
vé:3mI'=38 100TONS 10-1/4" 18-1/4"  45-3/4" 40-1/4" 8 x 4-1/2" 5-5/8" Q" 58" 40" 81" 1777 


. MODEL 78056A 


*78055A (50 TON) 

*78057A (50 TON) 50 TON CAPACITY 
78058A (50 TON) shown PAIR OF ARBOR PLATES 
*78110B (100 TON) 


used with all 50 ton capacity 
presses. Weight: 108 Ibs. 


Rell moet 781114, | MODEL 78111A | 78111A 


100 TON CAPACITY 

PAIR OF ARBOR PLATES 
used with model 78110B 
shop press. Weight: 153 Ibs. 


construction as model pictured. 


FEATURES 


* "Quick-Lock" design for fast and easy assembly and disassembly. 


* Long handle provides ease of pumping. 


¢ Thick walled extension tubes for added strength and longer life. 
* Roto-molded plastic case for organized component storage and ease of carrying. 


MODEL 904004A KIT includes: 
e PLASTIC CASE 

* 10,000 P.S.I. PUMP 

¢ 6' HOSE 

¢ 5" STROKE RAM 

¢ WEDGE RAM 

° 4", 8", 12" AND 16" 
EXTENSION TUBES 

TUBE CONNECTOR 
SERRATED SADDLE 
RUBBER HEAD 

WEDGE HEAD 

RAM TOE 

PLUNGER TOE 

RUBBER FACED FLAT BASE 
90 DEGREE "V" BASE 


MODEL 910005A KIT includes: 
WHEELED PLASTIC CASE 
10,000 P.S.I. PUMP 

6' HOSE 

6" STROKE RAM 

WEDGE RAM 

5", 10", 14" AND 19" 
EXTENSION TUBES 

TUBE CONNECTOR 
SERRATED SADDLE 
RUBBER HEAD 

WEDGE HEAD 

90 DEGREE "V" BASE 
FLAT BASE 

RAM TOE 

PLUNGER TOE 


FEATURES 


* Flexible hydraulic hose with spring guards at both ends. 


Kit Weight: 40 Ibs. 


FEATURES 
¢ All the same features 
found in the model 
9040044 kit. 
Kit Weight: 78 Ibs. 


* Two steel cases with carrying handles share the weight for easier handling of kit. 
* Two-speed pump quickly raises ram to load and secondary pump provides powerstroke. 


Kit Weight: 152 Ibs. 


MODEL 920020 KIT includes: 


¢ STEEL CASE (1 OF 2) * TOE LIFT 


e WEDGE HEAD 
¢ VEE HEAD 


e 2-SPEED PUMP 

¢ 5' HOSE 

¢ RAM, 5" STROKE 

° 3-1/2" DIA. SADDLE (2) 
¢ THREADED COUPLER (3) 


¢ STEEL CASE (2 OF 2) 

¢ 3" EXTENSION TUBE (2) 

¢ 5" EXTENSION TUBE 

¢ 10" EXTENSION TUBE 

¢ 20" EXTENSION TUBE 

¢ 27-1/2" EXTENSION TUBE 
¢ 6-1/2" DIA.BASE (2) 


MODEL 910005A 


MODEL 920020 


MODEL 904004A 


For collision repair, indust 
construction applicatio 
convenience of hydraul | 
can be utilized for spreading, 
clamping, pulling and lifting — 
operations. 


10 TON CAPACITY KIT 
INTENDED USE 

Same as model 904004A kit 

but for heavier jobs such as 
automotive frame straightening. 


20 TON CAPACITY KIT 
INTENDED USE 

A deluxe kitfor repairing heavy 
road machinery, trucks, farm 
equipment and.also used for 
some heavy construction 
applications. 


HOSES, COUPLERS 


AND HYDRA 


HOSES AND FEATURES * Quick connect 3/8" high flow couplers allow fast 
COUPLERS * Heavy duty rubber hoses rated at 10,000 p.s.i. set-up of hydraulic systems. All couplers include 
INTENDED USE meet lJ-100 specifications. Hoses are rubber two-in-one dust cap for use on male and female 


coated with 2 layers of braided steel and offer coupler halves. 


vr texiility with litle 
couplers are used to join memory. Fittings 
pumps and rams together are crimped-on 9S es 
(see pages 31-33). strain relief type 910037A 910016 910035A 
for improved life oe 
and durability. 910038A 


MODEL 


CAPACITY HOSE OR WEIGHT 
NUMBER CONNECTION 


DESCRIPTION (P.S.1.) COUPLER I.D. (Lbs.) 


910036A 10' Long Hose 10,000 3/8" ae NET Male 7 


910037A Coupler, Hose Half 10,000 3/8" he NPT 1 
‘emale End 


910038A Coupler, Ram Half 10,000 3/8" 3/8 NPT 1 
Male End 


, 
as BASES, SADDLES ¢ Heavy duty bases provide firmer and ¢ Threaded adapters screw in to the tops of the 
AND ATTACHMENTS more stable footing for rams. rams and provide a threaded connection for 


910044A and 925143A other attachments. 


¢ Threaded male connectors adapt bases 910039 and 925045 


to the rams. * Base attachments are bolted to the bottom of 
the rams and are internally threaded to receive 
¢ Grooved saddles protect the ram ends other attachments. 


and provide a better gripping surface. 


e © fame @ Wg = 


925143A 925142A 925141A 910044A 910043A 910046A 925045 910039 925148 910048 


MODEL CAPACITY FOR USE CONNECTION WEIGHT 
NUMBER DESCRIPTION (TONS) ON RAMS NPT (Lbs.) 


6-1/2" Dia. Base 42-1/2 25 Ton Cap. ext 9-1/2 
910044A Male Connector 5 10 Ton Cap. 14 x 11-1/2 ‘ip 
925143A Male Connector 42-1/2 25 Ton Cap. ry 1-1/2 4-1/2 


1-3/8" Dia. Grooved Saddle 10 10 & 15 Ton Cap. ae 1/4 
Threaded Adapter 5 10 & 15 Ton Cap. ae 1 
Base Attachment 5 10 Ton Cap. fomale we 2 


Base Attachment 


Female 


25 Ton Cap. 


WV ko}e) REEL flow control valve ig We] 2) = CVETR includes five gallons of 
is a manually adjusted fine metering ne hydraulic fluid packed in two 2-1/2 gallon 


cans. The fluid has a high viscosity index, 
prevents pump cavitation and contains 
additives which prevent rust, oxidation 
and sludge. Weight: 40 Ibs. 


VALVE AN D valve rated at 10,000 PS.I. that fits 


between the pump and ram. 


HYDRAU LIC The valve controls the flow 


of oil returning to the reservoir 
FLUID when pressure is released. Valve 


includes 3/8" NPTF male and female 910100 910190 


connections. Weight: 2-1/2 Ibs. 


SINGLE-ACTING RAM ALUMINUM SINGLE-ACTING DOUBLE-ACTING RAMS : 


FEATURES RAM FEATURES RAM FEATURES INTENDED USE__ 

* High flow quick connecting ¢ Same as the standard ram but ¢ Same as the standard rams a 
coupler and dust cap included 35% less weight than the average _ but have the ability to pull as : 
on all models. 50 ton capacity steel ram. well as push under power. For many applications including 

¢ Unique ram and cylinder ¢ Steel base plate included for ¢ IMPORTANT: Double-acting shop, agricultural, automotive / 
bearings absorb eccentric load —_ increased durability. rams can only be used with : ie 
stresses in order to protect the — * Hard coat anodized base plate the 4-way valve hand pump eee) sca ui owl iil 
cylinder against abrasion, over- and ram to inhibit rust and model 925014 found on construction maintenance 
extending and jamming. provide added strength. page 32. applications where lifting, 

¢ Nickel plating on most ram * Built-in safety valve prevents pushing, pulling, bending or 
pistons inhibits rusting. over-pressurization. holding may be required 


¢ Baked enamel exterior finish for WEDGE RAM FEATURES 
increased corrosion resistance. * Jaws open from 3/8" to 3-11/16" 
¢ Polyurethane seals and wipers so ram can be used in very 


provide high cycle life. confined work areas. 
G ¢ Heavy duty return springs ¢ Spring retractable jaws. 

provide consistent 

performance. 


« Rams comply 
with ANSI B 30.1. 


Rhea 995024 (shown) 950006 
910028A 9100274 (SOW) 915006 © 925026B = (shown) «930008. ~«930008. «Aluminum (shown) 999000 
Wedge 
g 910030 925025A 955106 
fam 910047 925027A 999106 SINGLE-ACTING RAMS 
CYLINDER CYLINDER THREAD SIZE 
MODEL CAPACITY STROKE OILCAP BOREDIA. EFFECTIVE RETURN HEIGHT OUTSIDE DIA. CYL.COLLAR — INTERNAL WEIGHT 
NUMBER (TONS) _(Inches) _(Cu.In.) _(Inches) AREA(Sq.In.) SPRING Min. Max. Ram Cylinder _ RAM (NPT) (Inches xThrd.) _ BASE (NPT) (LBS.) 


910026A 10 6-1/8 13.67 1.69 2.23 YES 12-1/2" 18-5/8" 1.5" 2.25" 1-1/4x11-1/2  2-1/4x 14 1-1/4x11-1/2 10 


910027A 10 2-1/8 4.75 1.69 2.23 YES 4-1/2" 6-5/8" 1.5" 2.25" - 2-1/4 x 14 ay 6 
910029A 10 10-1/8 22.59 ‘1.69 2.23 YES 16-1/2" 26-5/8" 1.5" 2.25" 1-1/4x11-1/2 2-1/4x 14 1-1/4x11-1/2 14 


910030 10 12 26.76 1.69 2.23 YES 15-3/4" 27-3/4" 1.5" 2.25" --- 2-1/4 x 14 -- 15 


910047 10 14 31.22 1.69 2.23 YES 17-3/4" 31-3/4" 1.5" 2.25" ans 2-1/4 x 14 a 18 
915006 15 6 18.84 2.00 3.14 YES 10-11/16"  16-11/16" 1.63" 2.75" ae 2-3/4 x 16 ae 15 
925026B 20 1-3/4 7.77 2.38 4.44 NO 3-7/8" 5-5/8" 2.00" 3.63" ee - we 1 
25 4 20.60 2.56 5.15 YES 8-1/2" 12-1/2" 2.25" 3.38" = 3-5/16x12 9 --- 18 


© | 925024 fiers 10-1/4 52.79 256 5.15 YES 14-3/4" 25" 2.25" 398" -- 3-5/16x12 0 -- 31 
| 9250250 fms 6-1/4 3219 2.56 5.15 YES 14-7/8" 21-1/8" 2.25" 3.38" = 2x 1-1/2 B-5/16x12 2x 11-1/2 22 
25 14-1/4 73.39 2.56 5.15 YES 22-7/8" 37-1/8" 2.25" 3.38" 2x 11-1/2 3-5/16x12 2x 11-1/2 39 
30 27/16 15.85 2.88 6.50 YES 4-5/8" 7-1/16" 2.62" 4.00" -- - es 15 
50 2-3/8 22.91 3,50 9.63 YES 4-13/16" 7-3/16" 2.75" 5,00". == -- = 24 
50 6 66.30 3.75 11.05 YES 44° 17° 3.12" 5.88" 9 == - ss 31-1/2 
55 6-1/4 69,06 3.75 11.05 YES 11-1/8" 17-3/8" 3.13" 5.00" -- -- = 51 
100 10-1/4 211.66 5.13 20.65 YES 417-1116" 27-15/16" 4.13" 7.00" = - - 160 


CAPACITY CYLINDER CYLINDER 
MODEL (TONS) stroke  (u.tn), BORE DIA. ERE A(Sqin.) HEIGHT OUTSIDE DIA. SADDLE COLLAR WEIGHT 
NUMBER Push Pull (Inches) push _—put_‘(Inches) Push — Pull Min. Max. Ram Cylinder DIAMETER _ THREAD SIZE (LBS.) 


910010 10 4 10 2.88" 1-3/8" 2-1/4 x 14 28 
930008 30 5 8-1/4 
50 10 


999106 100 48 6-5/8 136.93 63.00 5.13 20.65 9.60 14-1/16" 20-11/16" 3.75" 7.00" 3" 


16-1/8" 26-1/8" 1.38" 


2.23 


-80 


22.33 _ 8.00 1.69 


15-1/4" 23-1/2" 2.13" 4.00" 2" 3-5/16 x 12 


3.13" 


6.51 


53.67 25.00 2.88 3.00 


6-1/8 67.77. 21.00 3.75 11.06 3.40 13-1/16" 19-3/16" 5.00" 2-13/16" 5x 12 


6-7/8 x 12 


MODEL CAPACITY ARM HEIGHT OVERALL DIMENSIONS CYLINDER OIL CAP WEIGHT 
NUMBER (TONS) CLOSED OPEN HEIGHT WIDTH LENGTH AREA (Cu.In.) (Cu.In.) (Lbs.) 


910028A 1 3/8" 3-11/16" 2.01" 2.01" 8.78" 1.00 61 5 


ed HAND PUMPS 


INTENDED USE 

For many applications 
including shop, agricultural, 
automotive/truck service 
needs and construction 
maintenance applications 
where high pressure 

_ pumps are required to 
activate rams rated as 

high as 55 ton capacity. 


PUMP TYPE 


Single | Two Light 
Speed | Speed Weight 


MODEL 
NUMBER 


PRESSURE RATING 


STEEL HAND PUMP FEATURES 


MODELS 925009, 925010 and 925013A 


¢ 3/8 NPT hose connection on all pumps. 

¢ Internal pressure relief valves for overload 
protection. 

¢ External load release valve 
for single-acting cylinder operation. 

* Two-speed pump operation on model 
925013A for reduced operator fatigue. 


925013A 


925010 


USABLE OIL DISPLACEMENT 


OIL CAP. PER STROKE (Cu. In.) HANDLE STROKE Height HANDLE WEIGHT 
1st. Stage | 2nd.Stage (Cu. In.) 1st.Stage 2nd.Stage EFFORT(Lbs.)  (In.) 9 ARC (Lbs.) 


o| fe| = 


MAXIMUM 


LIGHTWEIGHT HAND PUMP FEATURES 


MODELS 925011, 925012A and 925014 


Same as for the steel hand pumps but with 
the following additions: 

* Durable glass-filled nylon reservoir and 
nylon encapsulated aluminum pump base 
for maximum corrosion resistance and 
lightweight handling. 

* Two-speed pump operation on models 
925011 and 925014 reduces handle strokes 
by as much as 78% over single speed pumps. 

¢ Integral 4-way valve on the model 925014 
for operation of double-acting cylinders. 

¢ Handle lock for easy carrying. 

¢ Non-conductive fiberglass handle 
for operator safety. 


925012A 


925014 


PISTON PUMP 


DIMENSIONS rw | Fo 


AIR/HYDRA 


FEATURES 
* Models 910017A and 910018A are designed to utilize exhaust air to help power the pump, 
requiring only 80 p.s.i. air pressure to develop 10,000 p.s.i. hydraulic pressure. 
¢ Air exhaust muffler for quieter operation. 
¢ Air and oil inlet filters for reduced risk of damage from contamination. 
* Designed with durable light weight, corrosion resistant plastics. 
* Internal pressure relief valve for overload protection. 
* Model 910020 operates in all positions for increased versatility in use and mounting. 
* All air pumps are designed to be used with single-acting cylinders. 


910020 910017A 910018A 


HYDRAULIC = USABLE 
MODEL = PRESSURE OIL CAP. 
NUMBER RATING(P.S.I.)_ (Cu. In.) 


910017A Maney 127 65 
910018A Mane 462 65 
910020 imme) 36 40 


PRESSURE CONSUMPTION VALVE LEVEL 


Cu. In. Per Min. AIR 
RANGE(P.S.l.) (scfm) | FUNCTION (qBA) (NPT) 


8 40-150 12 Advance/Hold 79 1/4"-18 


8 40-150 g ae 65 (tie 


ELECTRO/HYDR. 


le Soe FEATURES 


* Two-speed design reduces cycle times for improved productivity. 

* Single-phase 115 VAC, 1 hp induction motor will start at full 

load and stand up to continuous duty applications. 

Requires a steady power supply. 

* 10 foot pendant controls the motor operation. 

910019A ¢ Manual advance/retract valve control 
for single-acting cylinders. 


ile Sey FEATURES 


¢ Lightweight and compact design. 

* High strength moulded shroud with integral easy- 
carry handle protects motor from contamination. 

¢ 115 VAC, 1/2 hp motor will operate on 

voltages as low as 60 volts. 

* 10 foot pendant for operator safety. 

¢ Two-speed motor design with 3-way 2-position 
valve for use with single-acting cylinders. 


910052A 


HYDRAULIC PRESSURE 


USABLE OUTPUTFLOWRATE CURRENT MOTOR SOUND THREAD 
Cu.In. Per Min. DRAW VOLTAGE LEVEL CONNECTION 
(Amps.) (VAC) (dBA) (NPT) 


MODEL 
NUMBER 


20 9.5 115 85 3/8"-18 


OUTPUT FLOWRATE AIR AIR SOUND THREAD CONNECTIONS DIMENSIONS (Inches) 
HYDRAULIC 


1/8"-27 


Advance / 


Advance / Hold 


10,000 P.S.I. 
CAPACITY > 
INTENDED USE _ 
For industrial and constructio 
jobs that require single-acting 
rams up to 55 ton capacity.The 
added convenience of an air ' . 
motor reduces pumping time __ 
and effort. 


- WEIGHT 
Height (Lbs.) 


Length 


8 40-150 12 Advance/Hold 79~—1/4"-18 | 3/8"-18 13-5/8 | 6-3/16 14 


3/8"-18 


15-1/2 


13: 


10,000 P.S.I. eel 
CAPACITY 

INTENDED USE 
Same as for the ait/hydraulic 
pumps but will handle single- 
acting rams up to 100 ton. 
The added convenience of 
an electro-hydraulic pump 
reduces pumping time 
and effort. 


Note: All electrical 

motors are warranted 
against defects in oo 
material and workmanship 
for one year fromthe date __ 
of end user's purchase. 
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A NATIONAL NETWORK OF AUTHORIZED SERVICE CENTERS 
PROVIDE PROFESSIONAL NORCO SERVICE AND REPAIR 


LIMITED LIFETIME WARRANTY 
Effective: February 25, 1991 


All Norco products and parts, with the exceptions noted below, are warranted against defects in materials and workmanship 
for the life of the product or part. 


Norco's warranty is expressly limited to persons who purchase Norco's products or parts for the purpose of resale or use in 
the ordinary course of the buyer's business. This warranty does not cover any product or part that has been abused, worn out, 


neglected, ground or otherwise altered, used for a purpose other than for which it was intended, or used in a manner 
inconsistent with any instructions regarding its use. 


This warranty does not cover any chains, batteries or electric motors which are sold with Norco products. All electric motors 
are separately warranted by their manufacturer under the conditions stated in the separate warranty. 


THIS WARRANTY IS EXCLUSIVE, AND NORCO MAKES NO WARRANTY OF ANY KIND WHATSOEVER, EXPRESSED 
OR IMPLIED, WITH RESPECT TO THE PRODUCTS MANUFACTURED AND SOLD BY IT, WHETHER AS TO 
MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR ANY OTHER MATTER. No agent, employee or 
representative of Norco has any authority to bind Norco to any affirmation, representation or warranty concerning Norco 
products or parts, except as stated herein. 


If any product or part manufactured by Norco is found to be defective by Norco, in its sole judgement, Norco will, at its option, 
either repair or replace such defective product or part. THIS REMEDY SHALL BE THE EXCLUSIVE REMEDY AVAILABLE 
FOR ANY DEFECTS IN THE PRODUCTS OR PARTS MANUFACTURED AND SOLD BY NORCO OR FOR DAMAGES 
RESULTING FROM ANY OTHER CAUSE WHATSOEVER, INCLUDING WITHOUT LIMITATION, NORCO'S NEGLIGENCE. 
NORCO SHALL NOT IN ANY EVENT BE LIABLE TO ANY BUYER FOR CONSEQUENTIAL OR INCIDENTAL DAMAGES 
OF ANY KIND, WHETHER FOR DEFECTIVE OR NONCONFORMING GOODS, NEGLIGENCE, ON THE BASIS OF 
STRICT LIABILITY OR FOR ANY OTHER REASON. 


The purpose of this exclusive remedy shall be to provide the buyer with repair or replacement of products or parts 
manufactured or sold by Norco found to be defective in materials or workmanship or negligently manufactured. This exclusive 
remedy shall not be deemed to have failed of its essential purpose so long as Norco is willing and able to repair or replace 
said defective products or parts in the prescribed manner. 


PROFESSIONAL LIFTING EQUIPMENT 
7, NORCO INDUSTRIES, INC. 


is a registered brand name of Norco Industries, Inc. 


FACTORY WAREHOUSE AND CORPORATE HEADQUARTERS 
365 W.Victoria St. 

Compton, CA 90220 

310-639-4000 

http:/Awww.norcoind.com 
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